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THIN FILM TECHNOLOGIES






ANNEXURE - I

INPUTS REQUIRED BEFORE QUOTING FOR EFFLUENT TREATMENT PLANT

	S. No.
	Parameters
	Unit
	Data Required

	1
	Source 
	
	

	2
	Total Stream to be Treated
	KLD
	

	3
	Number of Working Hours/Day to be considered
	Hrs.
	

	4
	Specific Gravity
	-
	

	5
	pH
	-
	

	6
	TDS
	mg/L
	

	7
	TSS
	mg/L
	

	8
	COD
	mg/L
	

	9
	Free Chlorides
	mg/L
	

	10
	Feed Temperature
	(oC)
	

	11
	Feed Composition
	
	

	a)
	SiO2   Silica
	mg/L
	

	b)
	Cl
	mg/L
	

	c)
	Na
	mg/L
	

	d)
	K
	mg/L
	

	e)
	F
	mg/L
	

	f)
	SO4
	mg/L
	

	g)
	CO3
	mg/L
	

	h)
	HCO3
	mg/L
	

	i)
	NO3
	mg/L
	

	j)
	Ca
	mg/L
	

	k)
	Mg
	mg/L
	

	l)
	CO2
	mg/L
	

	12
	Organic Content
	(%)
	

	13
	If Organic Solvents are present in the Feed, then please provide:

Names of Organic Solvents with percentage quantity present in feed.
	
	a) 

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	14
	Dry Saturated Steam Pressure Available at Site
	Bar-g
	

	15
	Cooling Water Temperature Available
	(oC)
	

	16
	Any preference on Material of Construction
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